
#70412 ESC Cage for Castle Mamba-X 8S ESCs & the ARRMA Kraton 8S & Outcast 8S
What's Included: 1 - Base Plate, 1 - Top Cage, 1 - Switch Mount Base, 1 - Switch Mount Top, 4 - M3 x 16mm Buttonhead Screws & 4 - M2 x 8mm Flathead
  Screws.

Step #1 Step #2 Step #3

Step #4 Step #5 Step #6

M3 x 10mm

M3 x 12mm

M3 x 16mm

M2 x 8mm

Bolt the Base Plate to
the stock #AR320553 receiver box lid using the four
stock M3 x 12mm buttonhead screws that originally
held the stock ESC in place.

Bolt the
Switch Mount
Base to the
Top Cage using
2 of the included
M2 x 8mm flathead screws
(requires a 1.25mm or .05"
hex driver, not included). The Switch may be rotated
90° clockwise from the illustration.

Take note of the
design of the
Top Cage. It
will only fit
the ESC as
shown, where
the wider catch
tabs and switch
mount seat near
the battery wires. Slip
all of the wires for the ESC
through the Top Cage from the
bottom, then slide the Top Cage in place.

Bolt the Top
Cage to the Base
Plate using the 4
included M3 x
16mm buttonhead
screws. Caution:
Tighen until slightly
snug, no further. The
Switch Mount should orient
towards the outside (right side) of your vehicle.

Slip the
On / Off
switch into
the Switch
Mount Base.
The Switch will fit in
either direction (OFF
forward or ON forward). Use
caution with the exiting wires, making sure they
clear the ESC case, battery wires and power plugs.

Bolt the Switch Mount Top
to the Switch Mount Base
using the remaining 2 - M2 x 8mm flathead screws.

The RPM ESC Cage is very versatile and can be mounted practically anywhere given enough space to drill & tap four 3mm mounting holes and fit the base plate.

Troubleshooting: Most interference issues can be resolved by rotating the ESC / Top Cage ass'y 180° or by relocating the Switch Mount to the alternate position.
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